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« Part L compliant - up to 80Im/W
* Unique CFD optimised heatsink

* Healthy lighting
- No LED pulsing used

* Reduce air conditioning costs

Product Overview

Product Data

available in 3000K as standard, with a e ' T
colour rendering index (CRI) of typically
85, offering excellent quality illumination.

ELUMDAT files available on request

Serenity Lighting
Suite 5, Birch House

*Non Dimmable, 2700K, 4000K- Birch Lane Business Park, Birch Lane

720lumen output and high CRI (>90) 2 Aldridge
options are available on request = e
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Dimensions
given in mm

E-mail : sales@serenitylighting.co.uk 08 |

wwwserenltyllghtlng co.uk o

Serenity products are covered by worldwide patent portfolio. For more information please refer to www.serenrtyllghtmg.co.ukipatents.

The innovative DL Elite Mini Trimless can ccr CRI LOR | Estlamp | iDrive® Input Ambient Beam qh,
be used in residential and commercial new ooy | bower | Connection | Temp fange | Aee ]
builds, refurbishments or retrofits. The DL [750¢ 3000 | 85 | 080 | 60,000 | Prc>09 | soomm 0to+40 | 28°- N
Elite Mini is an energy efficient and zero & 4000K Typical flying lead to 60° m
maintenance light fitting, which is available LED Driver " —
dimmable via approved mains dimmers, c
1-10V & DALI+ controllers™. Product Options ;
The DL Elite Mini is a Superior Product Code Input LED Qty Lumen Drive Current (mA)
replacement for MR16 and GU10 ceiling | o—ceemees PW;; L - O"tz‘;:)“m' — o
downlighters or incandescent [pao0wr/105/04/700p 10 4 570 700 Q
downlighters. Dx300W F/105/07/500P 12 7 700 500
. Dx400W F/105/07/500P 12 T 700 500 m
The thermal management of the LEDs is (7,
at the back of the product, so the DL Elite
can only be used with non-insulated PhOtometry 2
ceilings (NIC) like the regular halogen [~ E
downlighters it replaces. It is also IP65 _ S
rated, making it suitable for zones 1, 2 and S
3. |—
With a projected life in excess of 15 years, ({e]
these light fittings are constructed with g
materials designed for longevity and high ko s 24 m
performance.
As a halogen equivalent, the product is T — E
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