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GXR1

GXR2

GXR3

ISTL-IGIP-RGB-03-x

ISTL-IGIP-WC-12-x

ISTL-IGIP-RGB-36-x

(6 LED option available)

(18 LED option available)
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GXR

LED and Control Gear

1W LED

Driver supplied/ordered separately. Please
refer to iDrive UL or iDrive Force 24

 
  

 Materials

Body - 25 micron anodised aluminium

Bezel - 25 micron anodised aluminium
or marine grade 316 stainless steel

Fascia - UV stable cast resin

Ground sleeve - polypropylene, black

Dimensions (mm)Installation

Suitable for indoor or outdoor use

Ground sleeve ordered separately

2.0m driver connection lead

Body screws to sleeve

Bezel and fascia retained by allen key
screws

Dia 1D1 D2 D3

Dia 2

Specify LED colour and beam angle in product code of part required. 
Note - 6 x 1W available with 5" or 45" beam options only

Order code example
IGIP1 6 x 1W, aluminium bezel with warm white LED's with 5" beam ISTL-IGIP1-WW-06-N
IGIP3       36 x 1W, aluminium bezel, RGB colour change LED's with 5" x 25" beamISTL-IGIP3-RGB-36-O

Product Details

Lamp Rating Part. No. Other info. Weight (kg)

IGIP1

3 x 1W ISTL-IGIP-aaa-03-x aaa=LED colour / x =optic 0.80

6 x 1W ISTL-IGIP-aaa-06-x 0.80

IGIP2

12 x 1W ISTL-IGIP-aaa-12-x 1.70

IGIP3

18 x 1W ISTL-IGIP-aaa-18-x 4.30

36 x 1W ISTL-IGIP-aaa-36-x 4.30

aaa=LED colour / x =optic

aaa=LED colour / x =optic

aaa=LED colour / x =optic

aaa=LED colour / x =optic

45" only available with IGIP1 6 LED version
also available with 5" x 25" (O) oval beamN M W F

IP68

Lamp Rating Description

ISTL-IGIP-GS1 Ground sleeve for IGIP1 (sold separately)

ISTL-IGIP-GS2 Ground sleeve for IGIP2 (sold separately)

ISTL-IGIP-GS3 Ground sleeve for IGIP3 (sold separately)

R G B A R
G BCW

5! 15! 25! 45!

NW WW

Dia1 Dia  D1 D2   D3

IGIP1 13 9 25 50 5
IGIP2  17 12 25 60 5
IGIP3   25 19 25 90 5

Integrated System Technologies Ltd
Suite 5 Birch House
Birch Lane Business Park
Aldridge, Walsall
West Midlands
WS9 0NF

Tel:           +44 (0) 1922 457712
Fax:          +44 (0) 1922 457056
email:       sales@istl.com
Website:  www.istl.com


