
The DL LED Downlighter range
The DL range of LED down lighters, offer an energy
efficient lighting alternate to CLF, tungsten halogen and GLS lamp
sources, with the benefit of a no maintenance light source, giving a life
time of 60,000 hours from the 16W LED cluster. This is a fit and forget
fitting.

The range is constructed with high quality die-cast aluminium powder
coated components and can be fitted with different attachments to suit
application. The DL range are ideal for retail, hotels, corridors or public
areas where maintenance maybe an issue and there is a need to save energy.

Order Coding
Coding of the fitting will be made up of the following: AA(AA)-BBB-CDE-FF(F)/GGG
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Range DL = Standard
Down Lighter

DLHC =
High Current
Down Lighter
available
July

DD =
Mains
Dimmable
Down Lighter

Lumen
output

080 090 100

Lamp Type C = Cool
White
5000K-5500K

N = Neutral
White
3800K-4200K

W = Warm
White
2900K-3200K
only available in
80 lumen

Bezel Colour W = White
(standard)

G = Gold C = Chrome S = Silver Other colours
to special
order

Diffuser F = Opal
Acrylic
129mm
(standard)

D = Drop
Acrylic
Diffuser
set

P = Opal
polycarbonate
diff 129mm

Other panels
to special
order

Additions S3 = 3hr
Emergency
maintained

FTB = Fused
terminal
block

Size of
fitting

165 = Narrow
beam
165mm DIA

A

B

C

D

E

F

G
195 =
195mm DIA
Available
Q1 10

230 =
230mm DIA
Available
Q2 10

120 =
120mm DIA
Available
Q1 10
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THE DL DOWNLIGHTER RANGE

Product Details
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Features DL-080 DL-090 DL-100 DLHC-100

Mounting Ceiling

Place of use Interior

Lamp Lumens (hot Tj70°C)*
Lamp Lumens (cold Tj25°C)

963

1280

1060

1440

80  min

60

80  min

30W (tbc)

0.4

110 - 277

1270

1600

1200

BRIDGELUX Array

5500K / 4100K / 3000K

1320

Light Output Ratio (LOR) 0.89

Lamp Source Cluster of 16 x 1w LED

Lumens Maintenance of LED 60,000 hours at >70% of

the initial light output

CCT Options (typical) 5500K / 4100K / 3000K

CRI Natural white

CRI Cool white

CRI Warm white 80  min

Compliance Part L, LSF, SELV, RoSH

Diameter (mm) 165

Height (mm) 175

Cut out diameter Ø (mm) 145

Weight (kg) 0.75

Weight with dropped diff (kg) 0.85

Control gear Electronic driver

Input wattage (W) 20.5

Input current (A) 0.2 (max)

AC Voltage (V) 220 - 240

Hertz (Hz) 50/60

Operating temperature °C -10 to + 40

Reflector material Spun high purity anodised

Aluminium with facetted

Smooth finish aluminium

Reflector finish Silver

Bezel/Heat sink Material Die Cast Aluminium

Housing Zinctec

Standard Diffuser Acrylic

LG3 at 1500 Pass with frosted drop
diffuser

IP Rating 40 excludes drop diff model
* LED fixture measured after 100 hours burn time and then after running in operation for 1 hour

70

70

80  min



Dimensions

Installation
Cut out 145mm hole in ceiling. Connect supply to driver, push up springs, hold against body, tilt fitting
to allow driver to pass into hole, then push fitting vertically to flush fit against ceiling, allowing springs
to come down and take up position to hold fitting in place. See Fig 1 to 4.

FIG 1 FIG 2 FIG 3 FIG 4

Optical Information and Performance

DL-090-xxx/165 DL-080-xxx/165

175mm

165mm

185mm

165mm

C0-C180 PlaneC0-C180 Plane

1.01.0

2.02.0

3.03.0

4.04.0

5.05.0

Offset [m]Offset [m] Cone width [m]Cone width [m] Illuminance [lx]Illuminance [lx]

0.690.69

1.391.39

2.082.08

2.782.78

3.473.47

1652.31756.6

413.1439.2

183.6195.2

103.3109.8

66.170.3
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Optical Information and Performance continued
DL-090-xxx/165 DL-080-xxx/165

400

800

1200

1600

cd / 1000 lm

400

800

1200

1600

cd / 1000 lm

Product application
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THE DL DOWNLIGHTER RANGE

2x18W CFL
9m x 2m x 2.8m
204 Lux average
Total wattage = 315W

Corridor Example

DL-090-xxx/165
9m x 2m x 2.8m
223 Lux average
Total wattage = 143.5W

! 55% ENERGY SAVING
! MAINTENANCE FREE
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Based on a 12 hours usage a day



Integrated System Technologies Ltd (IST)
Suite 5 Birch House
Birch Lane Business Park
Aldridge, West Midlands,
WS9 0NF, UK
Tel: +44 (0) 1922 457712
Fax: +44 (0) 1922 457056

UK - Worldwide Sales Office

Ireland

Enlighten - Fantasy Lights Group
Mulcahy Keane Business Park
Walkinstown
Dublin 12
Tel: +353 1 460 1052
Mail: sales@enlighten.ie
Web: www.fantasylights.com

International Sales Offices

Finland

SLC Finland
Savilankatu 1
00250
Helsinki
Tel: +358 44 0465073
Mail: info@slcab.com
Web: www.slcab.com
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SALES OFFICES

Denmark

Professional Lamps Scandinavia ApS
Kirkestraede 1-3
7500 Holstebro
Denmark
Tel: +45 97 40 53 43
Fax: +45 97 40 53 20

info@prolamps.dk
http://www.professional-lamps.dk
Email:

France

JC Lampes S.R.L.
30 bis rue du Bailly bat B
93200 St. DENIS La Plaine
France
Tel: +33 (0) 1 4998 1780
Fax: +33 (0) 1 4998 0409

info@jclampes.fr
http://www.jclampes.fr
Email:

Belgium

JC Lampes S.R.L.
30 bis rue du Bailly bat B
93200 St. DENIS La Plaine
France
Tel: +33 (0) 1 4998 1780
Fax: +33 (0) 1 4998 0409

info@jclampes.fr
http://www.jclampes.fr
Email:

Belgium

P.A. Systems NV
Bergemeersenstraat 137
9300 Aalst
Belgium
Tel: +32 53 710942
Fax: +32 53 776065

info@pasystems.be
http://www.pasystems.be
Email:

Germany

Schahl-LED Lighting Headquarters
Rotwandstrasse 16
D-82049 Pullach  (Munich)
Germany
Tel: +49 -89-749 860-20
http://www.schahlled.de

Austria

Schahl-LED Lighting Headquarters
Rotwandstrasse 16
D-82049 Pullach  (Munich)
Germany
Tel: +49 -89-749 860-20
http://www.schahlled.de

Italy

Professional Lamps s.r.l.
Via Torino 89
20010 Bareggio (Milano)
Italy
Tel: +39 (0)2 231 63171
Fax: +39 (0)2 901 4160

info@professional-lamps.it
http://www.professional-lamps.it
Email:

Hong Kong

Mix Technology Limited
Unit A2, 2/F, Block A
Mai Hing Industrial Building
16-18 Hing Yip Street,
Kwun Tong
Hong Kong
Tel: +(852) 2342 8218
Mail: enquiry@mixtechnology.com
Web: www.mixtechnology.com

Australia

Lighting Science Asia Pacific
(LSGC Pty Ltd)
3/9 Hoyle Ave
Castle Hill, NSW 2154
Australia
Phone: +61 (0)2 9899 8777 (main line)
Fax: +61 (0)2 9899 8177
www.lsgc.com

China

PLI PROFESSIONAL LAMPS Inc.
Unit 15C
International Trade Residential &
Commercial Building
3009 Nanhu Road
Luohu District
Shenzhen
Tel: +49 -89-749 860-20
http://www.schahlled.de

Hungary

Schahl-LED Lighting Headquarters
Rotwandstrasse 16
D-82049 Pullach  (Munich)
Germany
Tel: +49 -89-749 860-20
http://www.schahlled.de

Japan

Lighting Science Group
ST Building
1-2-4 Shibakouen, Minato-ku
Tokyo 105-0011, Japan
Phone: +03 5408 5778
Fax: +03 5408 5779
Email: yyamamoto@lsgc.com
www.lsgc.com

EUROPE

Lighting Science Group
Amundsenweg 1
4462 GP GOES
P.O. BOX 66, 4460 AB GOES
Phone: +31 (0)113 272020

: p.harteveld@lsgc.comEmail
www.lsgc.com
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International Sales Offices
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SALES OFFICES

Romania

Avolux Europe
SC Ventezimo Impex SRL
Dorobanti Street, no 49/39
Vulcan City
HD County
COD 336200
Tel: (+40) 734 195 622
Mail: office@avolux.eu
Web: www.avolux.eu

South Africa

Light Kinetics
P.O. Box: 92516
Norwood
Johannesburg
South Africa
Tel: +27 11 728 1249
http://www.lightkinetics.com

Sweden

Stockholm Lighting Company
Brygerivagen 10
168 67
Bromma
Tel: +46 08-51420200
Mail: info@slcab.com
Web: www.slcab.com

Switzerland

Schahl-LED Lighting Headquarters
Rotwandstrasse 16
D-82049 Pullach  (Munich)
Germany
Tel: +49 -89-749 860-20
http://www.schahlled.de

United Kingdom

Lighting Science Group
10 South Hills
Brill
Buckinghamshire
HP18 9TQ
UK
Phone: +44 (0)7920 746220

pearle@lsgc.com
www.lsgc.com
Email:

United Arab Emirates

Schahl-LED Lighting Headquarters
Rotwandstrasse 16
D-82049 Pullach (Munich)
Germany
Phone: +49 -89-749 860-20

led@schahl.de
www.schahlled.de
Email:

United Kingdom

Professional Lamps UK Ltd
Weir Bank
Bray-on-Thames
Maidenhead
Berkshire SL6 2ED
enquiries@professional-lamps.co.uk
www.professional-lamps.co.uk

United States

Lighting Science Group
120 Hancock Lane
Westampton, New Jersey 08060
Phone: 609.265.1401
Fax: 609.265.9905

info@lsgc.com
www.lsgc.com
Email:

Poland

Alfa - Zeta Sp.o.o.
Ul. Starotudzka 6a
93-418 Lodz
Poland
Tel: (+48.42) 689-12-01
Mail: info@alfazeta.pl
Web: www.alfazeta.pl

Pacific Islands

Lighting Science Asia Pacific
(LSGC Pty Ltd)
3 / 9 Hoyle Avenue
Castle Hill
NSW 2154
Tel: +61 (0)2 9899 8777
Mail: info@lsgc.com
Web: www.lsgc.com

United Arab Emirates

Lighting Science Group
Amundsenweg 1
4462 GP GOES
P.O. BOX 66, 4460 AB GOES
Phone: +31 (0)113 272020

p.harteveld@lsgc.com
www.lsgc.com
Email:

United States

PLI Professional Lamps Inc.
5005 Belmar Blvd.
B-4 Farmingdale
New Jersey 07727
Phone:+1-(0)732-919 3406

info@plilamps.com
www.plilamps.com
Email:

Oman

Trade Links & Services Co. LLC.
P.O. Box.2901
P.C.112, Ruwi
Sultanate of Oman
Phone: 00968 24791912 / 24788085

tracbd@omantel.net.om
www.omantel.net.om
Email:


